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SFP28, QSFP28, QSFP-DD, 
OSFP Transceivers

Features:
•  MSA compliant Hot Pluggable

•  IEEE standard  Compliance

•  Wide Temperature Operating range

•  Digital Diagnostic Monitoring

•  ROHS and Laser Safety

Applications:
•  Front Haul : 25G-LR/ER/BIDI/CWDM

•  Back Haul : 100G-LR4/ER4/CWDM4

•  Core Network : Connecting range from inner/inter rack to DCI by 

DAC/AOC/Transceivers

Benefits:
•  Lower costs through Vertical integration capabilities

     - from 10G/25G Laser / PD chips to 400G transceiver / AOCs

•  Shorter Lead times through Volume manufacturing capacity

•  Lower risk of tariffs as all products shipped from Taiwan

•  Further risk mitigation as High-end Products, 25G and above are 

made in Taiwan.
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Rates

MSA Type Part Number
Link

Distance
Media Wavelength

LD
type

Temp. Applica�on Note

25G SFP28 LR WST-S28-LR-x 10km SM 1310 DML
0~70oC

-40~+85oC
Front Haul

25G SFP28 CWDM LR WST-S28-CxxLR-x 10km SM 1270-1330 DML
0~70oC

-40~+85oC
Front Haul

25G SFP28 BIDI WST-S28-BX10-Ux/Dx 10km SM 1270/1330 DML
0~70oC

-40~+85oC
Front Haul

25G SFP28 ER Lite WST-S28-ERL-x 30km SM 1310 DML
0~70oC

-40~+85oC
Front Haul non-FEC, 40km

w/ FEC

25G SFP28 ER WST-S28-ER-x 40km SM 1310 DML
0~70oC

-40~+85oC
Front Haul non-FEC

100G QSFP28 PSM4 WST-QS28-P4-x 2km SM 1310 DML
0~70oC

-40~+85oC
Back Haul

100G QSFP28 CWDM4 WST-QS28-CM4-x 2km SM 1270-1330 DML
0~70oC

-40~+85oC
Back Haul

100G QSFP28 LR4 WST-QS28-LR4-C 10km SM LAN WDM EML 0~70oC Back Haul

100G QSFP28 ER4 Lite WST-QS28-ER4L-C 30km SM LAN WDM EML 0~70oC Back Haul non-FEC, 40km
w/ FEC

200G QSFP56 DR4 WS-Q56-DR4-C 500m SM 1310 EML 0~70oC
Core

Network

400G QSFP-DD DR4 WS-QD4-DR4-C 100m SM 1310 EML 0~70oC
Core

Network

400G QSFP-DD FR4 WS-QD4-FR4-C 100m SM 1270-1330 EML 0~70oC
Core

Network


